
ORDINANCE 2008-2 

 

FIRE CODE 

 

Insert the following after Section 703.2.1 

 

703.2.1.1  Marking of Fire-Resistance Rated Assemblies.  Where required by 

the fire code official, an approved permanent marking stating “FIREWALL” shall 

be affixed to fire walls, fire partitions, fire stops, or other fire resistance rated 

assembly.  The required marking shall extend the entire length of the fire 

resistance rated assembly, be at least four (4) inches high and one-half inch stroke 

width.  The distance between any two markings shall be no greater than six (6) 

feet.  Approved permanent markings shall be standard block letters, contrasting 

color to the background, clearly legible and highly visible such as markings using 

stencils. 

 

907.15 Delete in its entirety and insert the following in lieu thereof: 

 

907.15 Monitoring.  All newly installed fire alarm and detection systems 

required by this code shall be monitored by an approved Central Station as 

defined in NFPA 72.  A UL Certificate or FM Placard, in accordance with NFPA 

72, Chapter 8, 2002 Edition, shall be issued by the UL Listed or FM Approved 

prime contractor for all required fire alarm and detection systems.  Existing 

required fire alarm and detection systems shall only be required to comply with 

this section if: 

 

1. The fire alarm/detection system is altered in any manner, or  

2. The fire alarm/detection system transmits more than 5 false alarms in 

any one calendar year, or  

3. The Fire Marshal determines a life safety hazard exists. 

 

Central station service and UL or FM certification in full compliance with NFPA 

72, Chapter 8, 2002 Edition shall be maintained at the protected property, so long 

as the requirement for the fire alarm system exists. 

 

Exceptions: 

 

1. Single and multiple station smoke alarms required by section 907.2.10. 

2. Smoke detectors in group I-3 Occupancies. 

3. Automatic sprinkler systems in one and two family dwellings. 

 

 

 

 

 

 



BUILDING CODE 

 

907.14 Delete in its entirety and insert the following in lieu thereof: 

 

907.14 Monitoring.  All newly installed fire alarm and detection systems 

required by this code shall be monitored by an approved Central Station as 

defined in NFPA 72.  A UL Certificate or FM Placard, in accordance with NFPA 

72, Chapter 8, 2002 Edition, shall be issued by the UL Listed or FM Approved 

prime contractor for all required fire alarm and detection systems.  Existing 

required fire alarm and detection systems shall only be required to comply with 

this section if: 

 

1. The fire alarm/detection system is altered in any manner, or  

2. The fire alarm/detection system transmits more than 5 false 

alarms in any one calendar year, or  

3. The Fire Marshal determines a life safety hazard exists. 

 

Central station service and UL or FM certification in full compliance with NFPA 

72, Chapter 8, 2002 Edition shall be maintained at the protected property, so long 

as the requirement for the fire alarm system exists. 

 

Exceptions:  

 

1.   Single and multiple station smoke alarms required by section 

907.2.10. 

2. Smoke detectors in group I-3 Occupancies. 

3. Automatic sprinkler systems in one and two family dwellings. 

 


